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By Harry E. Bloomer, W i l l i a m  J. Walker 
and George L. Pantages 

An investigation was conducted In the NACA Lexis altitude wind 
tunael t o  evaluate  the performance characteristics of an XJ34-WE-32 
turbojet  engine &ich wa8 equipped wl.th an afterburner, a variable- 
area aust nozzle, and an integrated  electronic  control. The data 
were obtained  with the  afterburner and electronic  control  inoperative. 
Performance data were obtained at  altitudes from 5000 t o  55,000 feet 
and flighk Mach m b e r s  f r o m  0.28 t o  1.06 for a complete range of 
aperable engine  speeds a t  each of four fixed  positions of the  variable- 
area exhaust nozzle. 

r 

The variation of generalized values of Jet thrust, net  thrust, and 

curve for altitudes up t o  40,oOO feet  at a f l lght  Mach nwiber of 0.528. 
Generalized  values of fuel flow and  performance variables dependent upon 
fuel flow varied with changes in al t i tude  a t  a glven flight Mach nuniber. 
m i n e  pumping characteristics, f'rom M c h  engine performance can be 
predicted f o r  corrected engine speeds of ll,500 and 12,500 r p m  over a 
wide range of Reynolde nwjber- index are  presented, and two methods of 
thrust modulation from 70 t o  100 percent of nuuhum thrust are compared. 
The results  indlcate that the  specific  fuel consuxrgtion was essentially 
the same fo r  thrust modulati6n obtained by varying engine speed a t  
constant exhaust-nozzle area and  by varyfng edust-nozzle  area  at  con- 
stant engine  speed. 

- a i r  flow  with corrected engine speed were adeqymtely deflned by a single 

As a past  of the comprehensfve .investigation of the XJ34-WE-32 engine 
conducted in the N K A  Lewfs altitude whd tunnel,  the  over-all  per- 
formance m s  determined over a  range of altitudes and flight Mach numbers. 
Other phases of the  investigation  are  reported in reference 1. 

m 

The performance data  presented  herein were obtained at four fixed 
settings of the  variable-area e-wt nozzle and Wth the afterburner - 
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and electronic  control  inoperative. %ta were obtained at   al t i tudes 
from  5000 t o  55,000 feet  and flight Mach  numbers from 0.28 t o  1.06. 
The results  are given in tables and also i n  graphical form t o  show the 
trends of engine performance associated with changes of altitude, 
flight Mach  number, and exhaust-nozzle area. 

The XJ34-WE-32 engine,  with afterburner  inoperative, has a s ta t ic  
sea-level thrust rating of 3370 pounds at an engine speed of 12,500 rpm 
and an average turbine-inlet  temperature of 1525O F. A t  th i s  operating 
condition,  the a i r  f l o w  is  approximately 58 pounds per second. The 
engine has an =-stage axial-flow compressor, a double annular combustor, 
a two-stage turbine, and an integral & e r b m e r .  The over-all length 
of the engine i s  185 inches and the maximum diameter i s  27 inches a t  
the  afterburner. "he t o t a l  weight of the engine and accessories is 
1558 pounds. The engine is  equipped with an electronic  control which 
provides  thrust  regulation throughout the unaugumented  and afterburning 
regions by means of a sFngle thrust-selector  lever. A mixer-vane 
assenibly was Fnstalled a t  the compressor discharge because of a 
temperature-inversion problem at  the  turbine. 

Installation 

B e  engine and afterburner were  mounted on a wing section  that 
spanned the 20-foot-diameter test sectian of the  altitude wind tunnel 
(fig. 1) . Dry refrigersted a i r  was supplied t o  the engine from the 
tunnel make-up a i r  system through a duct connected t o  the engine inlet .  
Throt t le  valves were installed  in  the duct t o  permit regulation of  the 
pressure a t  the inlet of the  ergbe. Engine thrust and d r a g  measure- 
ments by the  tunnel  balance  scales were  made possible by the  fkictionless 
s l i p  join% located i n  the  duct upstream of the engine. 

Instrumentation  for measuring pressures and temperatures wss 
installed at various  stations in   the  engine (fig. 2 )  . 

Procedure 

P 
N 
d, 

Pertinent engine-performance data were obtained over the range of 
flight conditions l i s ted   in   the  following  table: 



Altitude Flight Mach  nuniber 
(fi) ‘0.281  0.5310.791  1.06 

3 

5,OOo x 
10,000 X 

25,000 

X X 55,000 

X X X 40,000 
X X X x 

47 ,Ooo X 

A t  most of the flight conditions l isted,  data were obtained over 
a wide range of engine  speeds a t   the  full open, full closed, and a t  
two intermediate  eihaust-nozzle  areas corresponding t o  projected  nozzle 
areas of 153, 164, 192, and 274 square  inches. Data  were not  obtained, 
however, when the conibination of nozzle &rea and engine  operat- con- 
ditions was such that excessive  turbine  teqeratures  resulted. 

Ln order t o  se t  up these  various flight conditions,  the a i r  f l o w  
through the make-up a i r  duct was t h r o t t l e d  from approxlmately sea-level . 
pressure -to the total pressure that corresponded t o  the  desired flight 
Mach  nuniber at a  given altitude. The tunnel,  into which the engine 

calculation of flight Mach nunher, complete ram-pressure  recovery was 1 
assumed.  The temperature of the in le t   a i r  approximated NACA standard ! 
values  except that the mkimum temperature  obtained was 440° R. The i ’  
fuel used was MIL-F-5572, grade 80 (AmF-Mb), clear  gasoline, havlng a : 
lower heating  value of 19,OOO Btu per pound  and a hydrogen-carbon ra t io  
of 0.186. 

rn exhausted, was se t  at the  desired  altitude  a&ient  pressure. In the , 

h 

The  methods of calculation and the symbols used herein  are  given . 
In the appendix. 

RESULTS AWD DISCUSSION 

Values of the  variables wbich are  descriptive of engine performance 
are  tabulated in  table I along  with the engine-operating and simulated- 
f l ight  conditions. 

During the  investigation,  the engine was sometimes operated at  
compressor pressure ratios  that  caused the compressor t o  operate i n  a ’ 

mild-stall  condition. Because of this phenomenon, the engine per- 
formance variables are affected and apparent discontinuities appear i n  . 

range from 10,000 t o  12,500 rpm at  altitudes f r o m  25,000 to 55,000 feet  ; 
- the  data. ln general, this stall operation  occurred in  the engine  -speeq 

- i 
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and, of course, was most prevalent with the  smaller  exhaust-nozzle  areas. 
The  specific  conditions  at  which  stall  influencedthe  performance are 
given in the following table: 

Altitude must-nozzle Engine-speed Fli@t  Mach 
(ft) projected  area rasge nunib- 

(rpm) (sa b .1  
25 ,OOO 

153 11,500 - llj750 .53 25,000 
153 10,ooo - 11,m 0.28 

40,000 

153 11,400 - n,500 1.06 40,000 
153 10,500 - ll,500 .79 40,m 
153 10,000 - 12,500 .53 

47,000 

192 Below 11,500 .79 55,000 
192 A l l  points taken .53 55,000 
164 Below U,ooO .53 

The  use of an  electronic  control  which  schedules  open  exhaust 
nozzle until  rated  engine  speed  is  attained  would  permit  the  engine to 
skirt all stall regions  encountered  during  the  investigation. 

Generalized  Performance 

Ehgine-performance data have  been  generalized to mACA standard 
sea-level  conditions  by  use of the  converrtiod  factors 8~ and eT, 
which  are  defined in the  appendix. Generalized performance  variables 
for all flight  conditions  investigated  are  given in table I. The 
effectiveness of the correction  factors in correlating  data  obtained  at 
various flight  conditions  to a single  curve  is shown in figures 3 to 9. 
Changes Fn component  efficiencies such as those associated with varia- 
tions in Reynolds number  which  accompany  changes in altitude  or  flight 
speed Hll, of course,  lessen  the  possibility of defining  generalized 
performance by a single  curve. 

Effect of altitude. - The  corrected  performance  data,  obtained  at 
a flight Mach n-er of 0.528 and at  altitudes f rom 10,OOO to 
55,000 feet,  are  presented In figures 3 to 8 to show the  effect of 
altitude on the  corrected  englse  performance  variables when the  variable- 
area  exhaust  nozzle  is in each of four fixed  positiona.  The  corrected 
values of jet thrust (fig. 3) and net thrust ( f ig .  4) reduce to a single 
curve for altitudes f rom 10,000 to 40,000 feet for a l l  exhaust-nozzle 
sizes. A f"ther  increase in altitude  resulted in higher  values of t h e  
corrected  thrusts. This increase in thrust  is  traceable  to  the  reduc- 
tion in campressor  efficiency  with  altitude  which  requires a higher 
turbine-inlet temperature to sustain a given correcteU engine speed. 
Inasmuch as compressor  pressure  ratio  is a function of the turbine-inlet  
temperature,  the thrust is increaaed  notwithstand3ng  the slight decrease 
in air flow shown in figare 5. Corrected  values of air f low reduced 
to a single curve for all altitudes up to 40,000 feet far the  variable- 
area e-mt  nozzle  in  the  wide-open  position. Far the two intermediate 

0 
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- 
positions of the nozzle, the  air  flow reduced t o  a  single curve only 
for  altitudes up t o  25,000 feet .  Any Aurther increase in altitude 

smallest  &ut-nozzle  area, however, the generalized air f l o w  reduced 
t o  a s h g l e  curve, Kithin the range of dak scatter,   for altitudes from 
10,OOO t o  40,oOO feet,  the  highest  altitude  investigated. The 
aforementioned reductions in air flow  with Increasing  altitude  are 
probably due t o  changes in the  inkernal-flow  conditions caused by  lower 
Reynolds nmibers at the  higher  altitudes. 

I reduced the air flowtboughout the engfne-speed rmge. For the 

Because of large changes in conibustion efficiency  with  altitude, 
the parameters thak are dependent upon fuel f l o w  did not reduce to a 
single curve for  a n y  engine speed or a l t i tude   a t  which datawere  taken. 
Corrected fuel f l o w  (fig. 6) and corrected  specific Fuel constmrption 
(fig. 7) increased with altitude throughork the range of corrected 
engine  speeds. These trends are the  result  of lower engine conibustion 
efficiencies caused by l o w  pressures in the conibustor a t  higher altitudes. 

Corrected  exhaust-gas t o t d  temgerature (fig. 8) also  increased 
with altitude throughout the  corrected engine-speed range. This trend 
is due t o  reductions in compressor and turbine  efficiencies with 
altitude  that  require higher  temperatures t o  maintain  a  given  corrected 
engine .speed. 

Effect of flight Mach nmiber. - With the exception of corrected 
a i r  flow, a  single-curve  correlation of generalized performance variables 
obtained over a  range of flight Mach  numbers i s  precluded by variations 
in  engine pressure rat io ,  combustion efficiency, and Reynolds number 
effects on component efficiencies. The effect of flight Mach nuiber on 
the  variation of corrected a i r  f l o w  KLth corrected engine  speed is  
presented in figure 9 f o r  an altitude of 25,000 feet .  Data showfng the 
effect of flight Mach nmiber on other performance variables me InclUaed 
in table I. Corrected a i r  flow reduced t o  a single curve a t   the  higher 
engine speeds and diverged slightly  at   the lower engine speeds f o r  the 
three  largest exhaust-nozzle areas. The greater  separation of the 
corrected  air-flow curves f o r  the small nozzle area probably is the 
result of localized  regions of stall withln  the compressor that result  
from the proximity of the engine operating lines -t;O the compressor stall 
line. This trend of reduced a i r  flow aUrFng s t d l  is evidenced by the 
two data  points  obtained  in-the stall region. 

From the data of figures 3 t o  8, performance within  the range of 
the  investigation can be determined f o r  operation at a f l ight  Mach num- 
ber of 0.528. In order t o  permit calculation  of engine performance a t  
other flight Mach numbers, engine performance is presented in  terms of 
pumping characteristics, which are  discussed in the following section. 

- 
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Pumping Characteristics 

mine performance is  presented i n  f igures 10 t o  1 2  i n  terms of 
engine total-pressure  ratio, engine total-temperature ratio,  cor- 
rected air flow, corrected fuel f l o w ,  and Reynolds number index for 
corrected engine speeda of 12,500 and ILL,500 r p m .  (The relation between 
Reynolds number index, altitude, and flight Mach nuniber is  shown i n  
f ig .  13.) F4.m the data presented, complete engine performance may be d 
cornput& at  any flight condition  within  the r w e  of Reynolds  nmiber 
indices: covered by these  data provided that losses in the -bail pipe 
and the exhaust nozzle are known. 

N 
I+ 

@e data presented in  figure 10 indicate that the  cri t ical  Reynolds 
number index was about 0.60 a t   the  temperature ratios and the  cor- 
rected engine speeds investigated. As the Reynolds  n&er 2nd.e~ was 
reduced below the  cri t ical ,   the engine pressure ra t io  decreased  rapidly. 
This reduction b engine pressure ra t io  is associated  xith  the  reduction 
in  component efficiencies at low Reynolds numbers. This same trend i s  
evident f o r  corrected air flow (fig. ILL). The reduction in air flow, 
however, is probably due to a reduction i n  effective-flow area caused 
by an increasing boundary-layer thiclmess  or flow separation in  the 
compressor passages. Air flow for  different temperature ratios reduced 
t o  a single curve a t  a constant  corrected engine speed of 12,500 r p m  
because of choking in  the first stage of the compressor. However, the 
a i r  flows for  different temperature ratios a t  a -constant  corrected 
engine speed of 11,500 rpm, where t h e   c q r e s s o r  is not choked, do not 
reduce t o  a single curve. 

As a matter of convenience, the  corrected  fuel flow is  presented 
as a function of Reynolds  nmiber index Fn figure 12. Although  Reynolds 
nuniper index is not  intended t o  be a basis fo r  generalizing combustion 
data,  the  correlation obtained is adequate f o r  presentation of the fuel- 
flow results. The rapid  increase in fuel  flow at  the low Reynolds number 
indices is obviously a result of l o w  combustion efficiency which is  
associated with high altitude flight canditions. from these  curves, 
air flow, fuel  f low,  and t o t a l  pressure can be determined at the   turbbe 
outlet  for any flight condition  within the range of Reynolds  nunher 
indices covered. With these  values and an average over-all  tail-pipe 
pressure loss, of  0.065 of the  turbineaAAet t o t a l  pressure as determined 
i n  this Investigation, j e t  tbrust can be calculated by using equa- 
t ion (7) in the appendix. The over -all engine performance for other 
tail-pipe  or  inlet-duct  configuratinns may also be readily  obtained i f  
the  pressure-loss  characteristics of these  configurations are b o r n .  
This method may be extended t o  the lower engine-speed range by con- 
struction of similar plots from the data in table I. 

.. 
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- Effect of Method of w i n e  Operation on Performance 

The engine performance variables in ungeneralized form are presented - 
in figures 14 t o  17. These data have  been adjusted to cbmgensate for 
experimental deviation from standard NACA inlet  temperature and pressure 
conditions by the use of the  factors sass ana eadJ defined fn the 
appendix. 

N 

% 
0 turbhe-outlet temperature f o r  altitudes of 10,000 and  25,000 f ee t   a t  

The variation of net thrust and specific fuel consuqption with 

a bbch nuniber of 0.528, shown in figure 14, demonstrates conditions of 
engine speed and turbine-outlet temperature for maximum thrust and 
minimum specific fuel consumption. The value and location of the 
maximum engine speed for each operating l ine i s  indicated. Max4Tmrm 
thrust occurs a t  max- engine speed and limiting turbine-outlet 
temperature f o r  any given  nozzle size. A t  this max3xm.u thrust con- 
dition,  the  specific  fuel consumption was slightly higher than the 
minimum value obtainable. It should be noted that with the  smallest 
Oust-nozzle   s ize ,   ra ted engine speed cannot be reached at   e i ther  
altitude because of turbine temperature lhdtat ions.  Rated engine speed 
is reached before  the  turbine temperature limit when the three larger 
nozzle sizes  are used. ALSO it should be noted that, whereas the  slope 
of the thrust curve is always positive, thus indicating  larger  thrusts 

m 3 n b . m  value before  the limiting temperature is reached,  Therefore, 
there  exists  for each flight condition a different engine speed .md 
exhaust-nozzle area at which minimum specific  fuel consumption (at  
reduced thrust) may be obtained. These points m e  discussed i n  more 
detail  i n  the following  paragraphs. 

t for higher  temperatures, the  specific fuel cansumption curve  reaches a 

- 

The varlation of net  thrust with al t i tude  a t  a constant flight 
Mach nmiber of 0.528 is shown in figure  =(a). The data show per- 
formance results  at   rated engine speed wlth thrust variations obtained 
by changes in  exhaust-nozzle  =ea. The circular synibols represent 
maximum thrust  points a t   ra ted engine speed and maxirmrm turbine tem- 
perature  Umlt. These data were taken from cross-plots of data shilar 
t o  that  shown in figure 14. The other synfbols represent  points a t  90, 
80, and 70 percent of the maximum thrusts ; these  thrusts and the 
accompanying specuic  fuel consumptions, presented in figure 15(b), were 
interpolated at   ra ted speed  and larger exhaust-nozzle areas. The 
specific  fuel consumption did not change significantly with the  thrust 
level. 

Another way of modulating thrust is by keeping a constant  exhaust- 
nozzle size and  changing engine  speed.  Figure E ( c )  show the engine 

with a fixed  exbast-nozzle area of 164 square inches.  Figure =(a) 
shows the  variation wlth altitude of specific  fuel consumption for 

L speeds required t o  produce 90, 80, and 70 percent of maximum thrust 

., 
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constant exhaust-nozzle area operation a t  these engine speeds. Again, 
as thrust is  reduced t o  as l i t t l e  as 70 percent of maximum tbrust 
by lowering engine speed, the  specific  fuel cansuruption  remains prac- 
t i ca l ly  constant for the given altitudes. C o m p a r i n g  th i s  node of 
operation  wlth the method  of constant engine speed and varying nozzle 
area f a i l  to disclose ~ t n y  signfficant  difference i n  specific  fuel 
consrmrption within this thrust range. 

The effect of f l ight  Mach nmiber a t  25,000 feet, with the same 
variables  presented Fn figure 15, is presented In figure 16. Again, 
f a r  the  various flight Mach  numbers  shown, there is l i t t l e  difference 
i n  performance for  the two  methods of thrust modulation at any fl ight 
Ma& nmiber. 

Complete engine-performance data were obtained for  operation over a 
wide range of engine speeds and with four fixed exhaust-nozzle areas a t  
simulated aJ-tituaes as high as 55,000 feet  and flI@t Mach  nurtibers as 
high as 1.06. Results obtained a t  a flight Mach nuniber of 0.528 for 
altitudes from 10,000 t o  55,000 feet w e r e  generalized by the use of the 
correction  factors and eT. Jet  thrust, net  thrust, and a i r  flow 
i n  general reduced t o  a single curve as  a  function of corrected engine 
speed for  a given f l ight  Mach number  and altitudes up t o  about 
40,000 feet; however, parameters  involving fuel flow failed t o  reduce 
t o  a  single curve. For operation over a range of f l igh t  Mach numbers 
from 0.284 to  1.055 at  a  constant  altitude of 25,000 feet, o n l y  
corrected  air-flow  values tended t o  reduce t o  a single curve. Engine 
performance at speeds of ll,500 and 12,500 r p  m a y  readi ly  be calcu- 
lated, however, fo r  a range of either flight Mach numbers o r  altitudes 
by the use of engine pumping curves presented  herein. All the  data 
obtained are also given i n  tabular form thereby  permitting the 
construction of pumping-characteristic curves for a wide range of 
engine speeds. 

TWO methods of thrust mod*tion, (a) varytng engine speed a t  
constant exhaust-nozzle area and (b) varying exhaust-nozzle area a t  
constant  (rated) engine speed, were  compared. For thrust loads f'rom 
maximum t o  70 percent of maximum a t  a given flight condition,  the 
specific  fuel consumption was essentially independent of the mode of 
operation over the  entire range of f l ight  conditions  simulated. 

Lewis Flight Propulsion  Laboratory 

Cleveland, Ohio 
National Advisory Committee f o r  Aeronautics - 
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- 
APPENDIX - CALCULATIONS 

9 

0 
P 

N 

SyDibOlS 

The followtng symbol6 are used in the calculations and on the 
figures : 

cross-sectional  area, sq f% 

thrust-scale  reading, 7b 

velocity  coefficient,  ratio of scale jet  thrust t o  rake jet   thrust  

external drag of installation, l b  

drag of exha.ust-nozzle  survey rake, l b  

je t  thrust, l b  

net thrust, l b  

acceleration due to gravity, 32.2 f%/secZ 

Mach number 

engine speed, rpm 

total pressure, lb/sq f% absolute 

static  pressure,  lb/sq Ft absolute 

gas c o n s k t ,  53.4 f t - lb/( lb)  (OR) 

t o t a l  temperature, OR 

s ta t ic  temperature, OR 

velocity, ft/sec 

a i r  flow, Ib/sec 

fuel flow, lb/hr 

gas f low,  lb/sec 

ratio of specific heat for  gases 



ratio of compressor-inlet  absolute  total  pressure  to  absolute 
static  pressure of NACA standard atmosphere  at  sea  level 

ratio of compressor-inlet  absolute total pressure to total  pres- 
sure of NACA standard atmosphere  at  altitude  flight  condition 

ratio of compressor-inlet  absolute  total  temperature  to  absolute 
static  temperature of NACA standard atmosphere  at  sea  level 

ratio of co-mpressor-inlet  absolute  total  temperature  to  total 
temperature of NACA standard  atmosphere  at  altitude  flight 
condition 

ratio of kinematic  viscosity of air  at  compressor  inlet  to 
viscosity of ITACA standard atmosphere  at  sea  level 

Subscript6 : 

air 

fuel 

indicated 

scale 

free-stream  conditions 

inlet  duct  at  frictionless  slip  joint 

compressor-inlet  annulus 

turbine outlet 

exhaust-nozzle  inlet 

8 exhaust  nozzle,  ls-in.  forward of fixed portion of e m u s t  nozzle 3 

Methods of Calculation 

. 

Fl ight  Mach number. - The  flight Mach number,  assuming  complete 
ram-pressure  recovery, was calculated from the  expression 

" - 



Airspeed. - The following eqwtion m s  used t o  calculate  the 
equivalent  airspeed 

Temperature. - Static temperatures were determined from hdicated 
temperatures with the following relation 

where 0.85 is the impact recovery factor fo r  the type of themcouple 
used. Total  temperature was calculated from the adiabatic  relation 
between temperatures and pressures. 

Air flow. - Alr f l o w  was determined from pressure and temperature 
measurements in the  engine-inlet air duct by u8e of the  equation 

I Gas flow. - The t o t a l  weight flow through the engine was calculated 
as  follows : 

wf wg,5 = Wa,l + - 
3600 
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Jet thrust. - The Jet thrust of the installation was determined from 
the balance-scale measurements by using the fallowing eqmtion: .. 

The last two terms of this expression represent the momentum and 
pressure  forcea on the instsllation  at the slip Joint in the inlet-air 
duct. The external drag of the installation was determineti with the 
englne inoperative. Drag  of the water-cooled  exhaust-nozzle survey 
rake was measured by an air-balance piston mechanism. 

Scale net  thrust was obtained by subtracting the equivalent  free- 
stream mDmeptum of t h e  M e t  air  f r o m  the scale Jet  .thrust: 

Jet thrust. - If it is assumed that there is complete  expansion 
and that there are no losses in the exhaust system, 

FJ = 
Q 

1. Sobolewski, A. E., and Farley, J. M.: Steady-State Engine W i r ~ d n i l l i n g  
and Ebgine Speed  Decay  Characteristics of &z1 Axial-Flow Turbojet 
Engine. NACA RM E5lI06, 1951. 

”I. 
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1 
2 
5 
4 
5 

-k 
8 
9 

10 
11 
12 
15 
14 
15 
18 
17 
18 
19 
a 
21 
22 
25 
24 

26 
27 
28 
29 
x] 
a1 
32 
55 
54 
55 
36 
s7  
38 
59 
40 
41 
42 
45 
4 1  
4s 
46 
47 

49 
48 

51 
x) 

52 
53 

55 
56 
57 
58 
69 
Bo 
61 
82 
83 
64 
65 

67 
66 

6 1  
89 
70 - 

11% 
1157 
1780 
1754 
h 5 4  

u r n  
+E 

1484 
1457 
1455 
1450 
1454 
1455 
1 u O  
1458 
1454 
1452 
1456 
1450 
1457 
1456 
1456 

+E 
781 
784 
182 
779 
7e4 
180 

7a3 
788 

781 
1BL 
164 
78a 
764 
781 
785 
778 
781 
781 
719 
784 
7al  
781 
787 
784 

781 
783 

780 

+E 
581 
591 
588 
59s 

594 
591 

sa8 ::: 
594 
592 

595 
SBJ 

sB4 
391 
585. 

sxha 

462 
468 
459 
480 
458 * 
481 
474 
479 
UIO 
47s 
484 
474 

482 
479 
4Bo 
4.33 
481 
479 
484 
4eQ 

4.51 

4 F  -- 
42.5 
427 
430 
428 

3 
428 
wo 
4so 
423 
427 
428 
431 
428 
429 
429 

427 
4 s  

uo 
444 
446 
4 4 s  
4 u  
445 
446 

590 
596 
594 
s93 
582 
590 

398 
598 

407 
402 
4a2 
Hu 

le7 
4 2 8  

427 
429 
450 

4m 

- "_ 

468 
468 

466 
466 

466 * 
499 
505 

M 4  

499 
M 6  

610 
499 
508  

504 
m4 
504 
506 
909 
608 
5 0 4  

m 7  

519 
591 
621 
524 
5 P  
624 
521 
4Be 
485 
4a3 
482 

482 
486 
451 
&52 
45s 
455 
451 

45s 
4 5 1  

c60 
452 
448 
4 5 0  
451 
4% 

400 

* 
482 
480 
482 
479 

450 
477 

448 
467 
152 
453 
458 
452 
450 
450 
452 
453 - 

1. 

1 

I 
I 

I 
I 

I 
1 

I 

I 

1 
1 

I 
I 
I 

1 
1 
1 
1 

I 
161 I 

5747 
57P6 
5 9 1  
1 M 8  

3E 
5a 
Q u 2  
1467 

B e 5  
917 
486 
UJO 

2.407 
SJBS 
2sZs 
1454 

877 

2S15 
454 

1426 
889 

2 5  
4199 
5896 
2782 
1586 

888 

u o 9  
406 

4S45 
4005 
a 6 4  
17lS  

995 

4190 
477 

4074 
S41f 
2915 
1724 
l 0 2 l  

40015 
6W 

5995 
re97 
2szz 
1640 
low 
472l 
4616 
4417 
Sl04  
1959 
1168 
3068 
so87 
2597 
Lgol 
1084 

522 
2sz4 
2e56 
1E80 
la¶l 

621 

" 

- "" 

- 

Jw2 1.016 1782 
2 9 2 l  1.854 1517 
2369 1.457 Boo 
llea 1.aSs ?72 

scn .85"28( 075 .mss -92 

2474 2.168  1629 

2QU 2.054 1428 
2446 2.U6 1699 

l a 0  1.m 898 
966 1.m sB6 
569 .BE40 87 
269 .E168 -3S 

1889 2.256 1410 
1832 2 . m  1558 

1506 1.789 506 
lS46 1.960 1090 

716 1.387 Us 
466 1.111 231 
275 1.027 57 

1589 2.PBB ls48 
lpB8 2.028 1086 
91s 1.692 745 
E44 1.427 491 
395 1.ZU 2?7 

174 

- " "- 

i s 0 5  2.27~ z m  

_" - "- - "- 
:684 ::E 
1868 2 .048  962 
1181 1.573 518 

u u  -8E38 59 
882 1.6M 5(u 
B&( 1.714 5 0 9  

551 1.282 244 
732  1.654 402 

Xu 1.050 61 

621 1.596 549 
147 .854 -40 

m 1.689 528 
515 1.S87 22S 
Ns 1.186 115 
158 1.os8 40 

n1 1.148  246 

53.04 51.W 
62.81 57.06 
46.45 49.02 
54.58 57.51 
20.0s 50.58 

57.31 u.6l 
58.72 a . 7 7  
90.68 M . 5 S  

p5.04 29.76 
18.66 22.22 
18.- 22.22 
45.27 54.14 
45.w s 4 . u  
57.77 1 5 . 0 2  
so.49 56.57 
24.60 29.06 
11.95 21.56 
11.17 45.08 
2 9 . U  55.03 
24.38 29.08 
18.52 22.22 

26.00 5s.n 

""_ ""- 
41.25  55.58 
40.08 s.03 
s4.S 40.53 

P.65 30.31 
17.70 2S-88 

55.25 57.28 
SP.66 E4.m 
21.55 48.61 

18.40 51-66 
22.56 m . 1 1  

28.08 58.58 
15.86 2S.m 
2 7 A 8  6 7 . S  
26.21 64.41 
2s.m 80.05 
18.78 59.16 
15.00 51.52 
12.46 26.21 
24.41 58.07 
24.48 68.09 
a.45 55.2s 
17.- 4P.m 
16.22 5E.m 

"" "" 

~7.s  sa.= 

51.40 57.80 

12.w m.91 

E% E : 7  

"" 1" 

=.Bo 55.62 
18.51 46.89 
l6.z 58.76 
12.45 31.56 

14.82 48-54 
15.03 45.01 
12.17 40.10 
9.88 s2.65 

10.45 45.49 
7.66 a . 4 6  

10.44 45.48 
8 2 4  18.74 
7.80 52.71 
8.05 a6.15 

14.88 4s.m 

A 
61.15 
51.10 
45 .w 
55.01 

Ei- 
a 7 . u  

x1.44 

E4 .8S 
18.60 
18.18 
45.58 
45. 5 1  
57.66 
50.49 
24 .45 
11.91 
51 .E? 
29.04 
24 .a 
18.5. 

51.41 

m.86 

"" "_ 
4 1 . n  
40.19 
S4.61 
L7.61 
ea .79 

55.69 
17.W 

55.58 
38.69 ae 3 5  =.sa 
18.31 
15.94 
28.11 
27.11 
29.51 24.02 
10.- 
16.- 
1 P . S  
84.- 24.a =.el 
l8.m 
15.m " 
21.- 
21.a 
18.49 
16.11 
12.42 
15.10 
14 -96 
15.7s 
19.a 

u.a 

""_ 

9.911 
7.787 

1087 
1086 
?.Em 
8.174 
1.5m 

3 0 
t 

". " 

. ." 



NACA RM E5U1.2 

- 
4 l E a  
Ice4 
eae8 
1971 

Gi 
0559 
2433 
1596 
l217 
1241 

936 

3 u 6  
85+ 

3402 
a 5 2  
w 9 1  
1222 

956 
2372 
157s 
laoS 
942 - "_ 

S4P 
5037 
1940 
1.248 
BOB 

4226 
668 

u 1 5  
3728 
25p 
1715 
1576 

4 x 6  
1C47 

4392 
4100 
5152 
2259 
1(15c 
lSO9 
4 64? 
4667 
3 7 w  
3407 
2458 

" 

eo49 

$E 
" 

3868 zsls 
IS71 
s22l 
SS43 
2827 
z550 
P 7 6  

3250 
1878 

3330 
3025 
2141 
2S86 

um 



16 NACA RM E5U12 

1 

- 
1.9921 
. .m ..w1 . W40 
. 9 m  

4% 
.E418 
A467 

.e578 

.e496 

. w a z  

.as40 .as 

. a 7  

.a525 

. a s 2  

.M8O 

i%i- 
.7299 

. 7 5 a  

.7521 

-7446 
.74= . eo83 
.am 
.6155 
.By6 

. a27 . BIR 

.BMo 

.5280 

. 5 4 w  

.ss50 
"2s- .5sL2 
. s s ! B  
. m e  
.4721 
.(em 
.M95 

.4697 

.4756 

.us2 

. e1w 

6%- 
.4181 
.413S 
.4191 
. U S 1  
.4170 

.A?.&? .41M 

3 5 7 6  
.5581 .=e3 
.s?isl .?Lz3 
.2719 
.2726 

.ZBm 

. 2 m  

.267J 

.ssm 

.mn 

""- 
"" 

a 
.1S79 .Is30 
.1s15 
.1927 

.le- 

. lesa 

.lam - 

I 8 t  "II1. area 
I 

5 

2 
1 

- 
5 
2 
1 
1 

S 
5 
2 
1 
1 

- 
3 
3 
Q 
1 
1 

2 
2 
Q 
1 

1 
1 
1 
1 

1 
1 
1 
1 

- 
1 
1 
1 

1 
1 

" 

" 

4 

- 
470 
466 

4  70 
470 

4.38 

4% 
510 
6w 

SOL 
507 
516 
508 
505 
x15 
uQ5 

509 
508 = 
6 s  
626 

524 
519 
624 
482. 
480 
4'p) 
460 
4 8 0  

481 
481 

449 
451 
4S1 
448 
45.0 
451 
45s 

451 
491 

462 
451 

4S1 
450 

455 

+%- 
474 
476 
478 
47s 
417 
484 
453 
452 
450 
4m 
4s2 

,+63 
456 

450 
461 

451 
tW) 
45.2 
4% 
454 

4 m  

448 

461 
454 

&55 * 
451 
4s4 
455 - 

- 
1 
2 
S 
4 
6 
6 
7 " 

10 
11 
12 
1s  
14 
15 
16 
17 

a0 
19 
l a  

3 
23 24 

2s 

27 
28 

2n 

30 
28 

11  
32 
33 
s4 ss 
s7  
36 

39 
58 

40 
41 

43  
42 

44 
45 

47 

49 

61 
52 
03 
64  
5s 
56 
67 
58 
59 
Bc 
61 

4.3 

48 

e2 6S 

e4 
85 
88 
81 
ea 
68 

71 
m 
l2 
1s 74 

+ 
l e  75 

77 

80 
61 
e2 - 

- 
1 
1 
1 
1 

1 
1 
1 

1 
1 
1 
1 

- 
1 
1 
1 
1 

1 

1 
1 

1 
1 
1 
1 

1 
1 
1 
1 
1 

- 
1 
1 
1 

1 
? 

240 

847 
26( 

256 
105 

771 

% 
051 
495 
858 
067 
€32 
551 
0% 
076 
54s  

072 
a45 

iii 
184 

a59 
tlm 
101 
847 
299 
283 
005 
463 
BL7 
BDO 
ne 
E?7 

22l 
694 

E91 
415 
214 
5u 

552 
5s7 

3 s  
017 
589 ' 

770 

K 
753 
6M1 
16s  
652 
391 
136 
234 

A11 
2J9 

4 m  
a5z 

528 
1S4 
808 
801 

"" 

ass 

"" 
819 

119 
169 * 
* 
592 
841 

Fa8 
842 

606 
585 
571 - 

1764 
1754 

17% 

1764 
1754 

:I 14% 

1457 
1454 
1456 

1466 
1457 
1461 
1459 
l4YI 
1 u 9  

use  

4% 
78s 

785 
792 
791 

788 
786 

787 
786 
787 

767 
788 

786 
778 

786 
781 

781 
781 
7.23 
789 
781 

781 
786 
788 
782 

787 

782 

+E 
581 
3%. 
3sa 
7.82 
594 

504 
5m 

398 
181 
J94 
396 
so4 
590 
581 
391 

sa4 
198 . 

&s3 
694 
592 

4.k 
287 

282 
?m 
276 

1% 
184 
132 - 

I '(IS I "&I 



32 NACA RM E5 lL l2  17 

N 
I+ 

d 

5 -  
I 
5 

I 
D 

2 
5 
t 

r 

1 

7 
1 
1 
I 
1 
J 
I 
1 
I - 



18 NACA RM E5lL12 

L 

1 
2 
3 
4 
5 
8 

-K 
10 
11 

13 
1P 

14 
15 
18 
11 
18 
1 s  
20 
-zL 
?? 
2 s  
24 
w 
28 
27 
28 
29 
30 

82 
31 

34 

38 
86 

38 
31 

39 
40 
41 
42 
43 
44 
46 
46 
47 
48 

as 

45 
51 
52 
53 
54 
95 
58 
s ' I  
sa 
59 

61 
788 

€4 
w 
85 
68 
87 
68 
69 

m 

+f 
72 

74 
73 

15 
76 
71 

78 eo 
81 

85 
82 

84 
85 
06 
67 
88 
89 

1758 
1752 

1158 
1761 

1160 

4% 1452 

1455 
14% 

1452 
1452 

1455 
1t55 
1482 
14- 
14% 
1462 
1464 

+2E 
777 
784 
781 
781 
765 
182 
184 
781 

781 
781 

781 
782 
788 
7 78 
181 
782 
7a8 
700- - 
782 
7% 
7788 
fB1 
782 
789 
782 
783 * 
389 
394 
394 
393 
3BB 
391 
391 
397 . 
4.31 
401 
SOB 
398 
388 
Sgs 

401 
401 

402 
w1 
391 

"2% 
287 
287 

2788 
292 

-% 192 

192 
192 
185 
184 
198 
190 
194 
U 1  
184 
l a 9  
180 

- 
1 -001 
1.001 
1.008 
1.008 
1.m 
1 "nJ 

&E 
8603  
.0439 
.e475 

.E496 
-8482 

.E452 

.9682 . E432 

.E439 
-8518 
.a439 
.8455 

A% 
.7746 
.7!U2 
.E64 

.7397 

.7194 

..I588 
-6088 
.e109 

.el% 

.6127 

.E124 

.E143 

"11 
.6218 

.5505 
.sa45 
.556?. .5sca 
. 5 3 U  
.5289 
.4888 
A855 
A682 

A636 
. 4 8 a  

.4ma 

* 
.4l27 
-4112 
.(lo2 

"2 
.4149 

.M88 
A188 

3 4 5 9  
.SO6 
.34a 
.33m .53m 
.2138 
.?a58 

.2150 

.ns4 

.2734 

.2717 

7Gi 

3 
. lo88  
.1987 
.I839 
.1928 

.1684 

. le44  

.1656 

.le91 
-1624 

.1331 

.1m7 

.1323 
"7 
. la17 
.1325 
. l a  - 

. ~ L l  

487 
t e e  
468 

469 
464 

- 

4% 
XI1 
50s 
M)7 

50 1 
51  1 
907 
508 
50s 
508 
6 10 

ma 

ms 

* 
S o p  
522 
5Ql 

625 
Sa0 

i323 
482 
4 8 0  
4888 
481 
480 
481 
483 
468 
464 
4% 
463 

466 
458 

467 
455 
455 
482 
452 
455 
461 * 
479 
4Bo 
485 
481 
482 
4% 
452 
446 

412 
417 

4Eu 
4 5 9  
458 
448 
4 6 0  
4% 

451 
450 

% 
448 
419 
460 
451 
453 * 
449 

450 
4 5 0  

4 5 0  
448 
452 
451 
450 
451 
451 
447 
449 - 

de 
t u d e  

PI 

L 

2Mo 
2729 a66 laon 
1078 
a3 

& 
25s 
2084 
l526 

565 
953 

314 
2560 
25x) 
2138 
1632 
906 
6.93 

5% 
2894 
2818 
W 6  
1646 
893 

1963 
406 

x11 7 
1120 
1169 

726 
415 
x ) S  

1sm 
le09 
1324 
1029 

S84 
623 

1245 
184 

1217 
1100 

514 
887 

334 

23 
1502 
1327 

970 

Po 
881 

128 
1072 
1079 

961 
729 

255 

770 
122 

779 
682 
628 
298 

w e  

2 

-2 

678 

864 
521 

228 

528 
495 
412 
338 
El1 
411 
428 
4w 
S89 
37k 
362 
343 - 

,ha.. 
1.747 
1.798 
1.68G 
1.455 
1.272 

- 

1.711 
1.541 
1.- 
1 .12s  
1.017 

1 . m 1  
1.656 
1 . M B  
1 3 S 5  
1.121 
1.011 

.912f 

1 .801 
1.03l 

1.599 
1.121 
.a4x 

1 .e30 
,6821 

1.7- 

1.304 
1 .ox) 

.87T 
-7841 

1.789 

1.- 
1.119 

1.468 
1.188 
1 .ocd 

1.041 
-116: 

1.812 

1.677 
1.742 

1.m 

1 . m  

1.699 
1 .580  
1.268 
1 . l 7 4  
1 . 4 l l  
1.M 
1 . 7 m  
1.178 
1 .E62 
1.394 
1.- 

.906; .7!3pJ1? 
1.627 
1.- 
1.718 
1ASb 
1.252 

2% 
1 .a72 
1.715 
1.510 
1 . e l 8  
1.081) 

1.771 
1.728 
1.5% 

1.095 
1  .367 

1.868 
1.S61 

1.814 
1 .¶lo 
1.- 
1 . 7 w  
1.517 - 

- 
m 2  
m 
1870 
1382 
147 

% 
1889 
Lzsl 
m1 
133 
380 

1716 
-10 

1707 
wJ5 
358 
856 

125 

1450 
1381 
848 
4 7 9  

-285 
-44  

L l Z 3  
1170 

652 
096 

167 
-40 

-150 
1064 
1051 
548 
601 
293 
125 

3 
Loll 
899 

670 
880 

557 

34 
788 
825 
m 
go 

-108 
-116 
-1 

5s4 
-3 

349 
101 
28 

-52 

538 
sa7 

463 
320 
148 

407 
351 
240 
117 

41 

2i 
318 
284 
P25 
11P 

94 
a 7  
31 1 
995 
i)dP 
285 
251 
218 
7 

- 
2201 
m16 

138E 
748 

mm 

1684 
lZ5.4 
552 
581 
IS3 

1717 
-10 

1712 
1SM 
837 
556 
123 

ie 
1485 
1382 

955 
M 1  
-48 

1124 
1178 
900 
658 
158 
-40 

-1W 
loBS 
1058 
e1 
699 
296 
126 

-ass 

101g 
loo0 
ae4 
E61 
S 8  
215 

72 
622 
350 

-108 
60 

-117 
628 
€33 
SZ? 
341 
l o 0  
28 

6?a 
-51 

524 

512 
465 

1U 
84 

7& 
388 
341 
231 
117 
41 * 

316 
292 
pl 
170 

285 
$3 

I13  
290 
289 
281 
2% 
220 - 



NACA RM E5lL12 

- 
3.015 
3 .oP 
2.784 
2.533 

i-% 
a.4a3 

2.810 
2 .sa7 
2.114 
2.002 

3.072 
1.871 

2.781 

2.282 
2.100 

2.273 

a .m 

E& 
2.688 
2.8W 
2 . a  
1.885 
1.483 

2 . m  
1.214 

2.863 
2.546 

1 .e67 
1.622 

s a 9  
1.379 

2.765 
3.075 

2.4.91 
2.197 

S.198 
1.97s 

S.179 
2.894 
2.656 
2.% 
2.461 

a.lm 

2.079 

w 
2.886 

2 2 5 7  
1.ms 
1314 

3.09s 
s .l29 
2.780 

1.941 
2.381 

1.167 
1.471 
3.244 
S.%9 
2.918 

2 6 3 8  
2.206 

3 3 0  
S.S89 
s .009 
2.668 
2.423 
2.296 

2 s m  

"_ 

2.802 

39% 
3 . l 3 1  
3 . a 9  
2.117 
2341 
2-16? 
s.590 
S .E50 
33x2 
s.4s4 
3.230 
1 . U 3  

J.129 

- 
2 
2 
2 
1 
1 
1 - 
2 
1 
1 
1 

2 
P 
1 

1 

- 
1 
1 
1 
1 

I 
I 
1 
I 

1 
I 
I 
I 

1 
1 
1 

- 
1 

" 

- 
31M 
3 1 U  
2629 
2075 
1595 

i& 
2801 
2Q20 
1694 
l341 
I l n  
875 

-6 
2786 
2227 

1550 
1114 

1ms 

a 
2828 
2491 
lael 
1u1 
9963 
7 m 1  
2893 
2SS1 
2404 
l9Sl 
E 2 7  
us9 

953 
3280 

2735 
327s 

2511 
1821 
1 S n  
1p95 

s405 
w9.4 
5019 
2600 
2119 

Lm2 
1862 

5031 
3041 
2625 
2122 
In32 
l3A4 

3541 
9 l Q  

3598 
5192 
2799 
2296 
196s 
1818 
39l5 
3879 

5278 
S521 

2604 
m a  

% 
U 2 8  
4050 

S I 1  
-5 

sn4 

%E 
4470 
e a 8  
4018 
1-7 

5Iw 5517 

5ZQz 
5151 
4971 
4795 
47M 

- 
1568 

1134 
U 1 4  
1958 wo 

15x1 

E 
Ul2 
LleO 
lo97 
Ius9 

L685 
972 

1453 
IS03 
1174 
IOBO 
1028 a 
1594 u58 
1186 
878 

1416 
sso 

I488 
1Sx) 
1W5 

842 
889 

lsOa 
716 

1596 
1-5 
la8 
1141 
1079 
1027 
1859 
1651 
1602 
-7.3 
lyKl 
1277 

7m 

E2 
1499 
1348 
I120 
b10 
714 

1607 
1624 
1443 
I242 
loll 
012 
764 
10- 
l e39  
Ells 
l549 
lel2 

- 

-E 
1741 

1 s  
1561 

us6 
u 9 s  

+% 
1823 

1-9 
D l 9  
1124 
186s 
189s 
1825 

1678 
I7KJ 

am 

1780 

161( 



20 NACA RM ESlL32 

- 
1 
2 
3 
4 
5 
6 
7 

-k 
10 
11 
12 
15 
14 Jx 
16 
17 
18 
19 
?o 
22 
11 

25 
24 
25 
28 
27 
28 
29 
so 
51 
5 2  
3s 
M 
55 
58 

59 
58 

40 
41 
4 2  
45 
44 
45 
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588 
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215 

m5 

iE 
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1703 lszn 
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a8 
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a88 
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1.585 
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5000 

4000 

Tailed symbols denote 

3000 

x :o 

,n - 1000 
& 

% 
PI 

c, r n O  
(b) Nozzle area, 164 square inches. 

. . .  . . .  

Corrected 

( c )  Nozzle area, 192 squere inches. (d)  Nozzle area, 274 square inche8. 

Figure 3 .  - Effect o f  alt i tude on variation of corrected  Jet  thrust  with  corrected  engine  speed 
a t  flight Mach number o f  3.528. 
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(a) Nozzle  area, 153  equare inches. (b)  Nozzle  area, 164 square  inches. 

( c )  Nozzle area, 192 square inches. (a) Nozzle  area, 274 square Inches. 

F i g u r e  4 .  - Effect  of alt i tude on variation of corrected  net thrust with  corrected  anglne  speed 
at f l i g h t  Hach number o f  0.528. 
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(a) Nozzle area, 153 equare inches. 
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RACA RM E5lL12 

(b )  Nozzle area; 164 aquare lnchea. 

( c )  Nozzle area. 192 aquare inches.  (6) Nozzle area, 274 square lncheea. 

Figure 5.  - Effect of altitude on.varlat1on of corrected air flow  with aorrected  engine speed 
a t  flight Mach  number of 0.528. 
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- 
(a) Nozzle area, 153 square Inches. @) Nozzle -area, 164 squere Inches. 

10 

(c) Nozzle mea, 192  squme.inches. (d) Nozzle area, 274 square lnchee. 

Figure 6. - Effect of  altitude on variation of aorrected fuel  flow with corrected engine a p e d  
at flight Mach number of-0.528. ” 
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" 

s ( a )  Nozzle a c e ,  153 square  Inches. 

6 8 10 12 1 4 ~ 1 0 ~  6 8 10 
Corrected  enkine  apeed, N/*, rpm 

( c )  Nozzle area, 182 square lnohee. ( d )  N O Z g l e  area 274 B q W e  lnchea. 

Figure 7 .  - Effec t  of alt;lltu& on variat ion of c o r r e c t e d   i p c i r l c   m e 1  consumption with 
corrected engine speed a t   f l i g h t  Mach  number of 0.528.  
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(b) Nozzle area, 164 square Inches. 

6 8 10 I2 
Corrected engine 8p 

( c )  Nozzle area, 192 aquare inches. (d) Nozzle area, 274 square inches. 

Figure 8. - Effect Of altitude on variation of corrected exhaust-gas total temperature with 
corrected engine speed at flight Maoh number of 0.528. 
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Flight Mach  number 
WO 

0.284 
.528 

1.055 
.I92 

s (a) Nozzle  area, 153 square inches. 

1 

T 

(b)  Nozzle  area, 164 aware  inches. 

( c )  Nozzle area, 192 square inched. (d) Nozzle  area, 2 7 4  square inches. 

Figure 9 .  - Effeat of f l i g h t  Mach  number on variation of corrected  air flow with  corrected 
engine-aped at altitude of 25,000 f e e t .  
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Engine total- 
temperature 

r a t i o  

T5'T2 

' 0  3.6 
3.3 

0 3.0 
* A  2 .5  
A 2 .o 

60 

50  

60 

50 

4c 

(a) Corrected  engine  speed, 12,500 rpm. 

.1 .2 .3 .4 .5 .6 .7 .8 .9 1.0 
Reynolds number index, ST/@-,& 

~ ~~ 

Fl ight  Mach number, Mo 

0 0 0  
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C I C I  0"s 2 l ?yy  4 s d (u 2 

CI m - 
Lo 
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0 
rl 

Lo 
1 I 

Altitude, ft 

(b)  Corrected  engine  speed, 11,500 r p m .  

Figure 11. - Variation of corrected air  flow with Reynolds number 
index for various engine temperature ratios. 
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" 

0 10 20 30 40 50 60x10' . , 
Altitude, ft 

Figure 13. - Chart far evaluat ing Reynolds number index at altitude f o r  flight 
Mach numbers varying from 0 to 1.6. 

. 
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(a)  Net  thrust  values  obtained vith both methods shown in (b) and (a). 

(b) gpeciflc fuel consumption obtained at rated engine sped and vith varying 
exhaust-nozzle  sire. 

.. 
c 

. 

" 

( c )  Variation of engine speed at comtant c&aust-noezle area. 

0 10 20 30 40 50 
Altitude, ft 

(d) variation of specific fuel consumption st constant  exhaust-nozzle area. 

Figure 15. - Variation of engine variables with altitude  at  flight Mach number of 0.528. 
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(e) Net  thrust  valuea obtained w5th  both methods shown in (b) d (a). 

(b) specific fuel  consumption  obtained  at rated engine w e d  and with varyLng 
exhaust-nozzle  size. 

(c) Variation of engine speed at constant exhaust-nozzle area. 

; a f  
i % S i  2.0 2;; 

2 9s 

I -  

u o v  “;r - 
3 m  5 1.0 - 0 .2 .c .6 -8  1.0 1.2 

Plight Mach number, % 
(a) Variation of specific fuel consumption at constant exhaust-nozzle area. 

Figure 16. - Variation of engine variables  with flight Mach number  at  altitude of 25,OOO feet. 
- 
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